
SKI BUSHING KIT INSTRUCTIONS 
 

Remove left and right ski. Using punch or suitable bushing remover, remove both inner and 

outer stock ski leg bushing from both ski legs. Clean and inspect ski leg for wear, and 

tolerance specification. 

With ski leg cleaned and inspected, install new composite bushings using a pistol grip clamp. 

Install one bushing at a time. Press until flush with the side of the ski leg, being careful not 

to damage the outer flange on the bushing. 

Install anodized ski leg sleeve, placing spacers on either side of sleeve. By placing spacers on 

either side, you will ensure a much longer service life for your new composite bushings. 

Re-install skis. Torque to 35 ft. pounds 

 

 

 

 
 Warranty; Limitation of Liability.  Seller warrants only that the Goods shall be substantially in accordance 
with Seller's specifications for the Goods. THIS WARRANTY IS EXCLUSIVE AND IS IN LIEU OF ALL OTHER 
WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTIES OF MERCHANTABILITY, 
FITNESS FOR A PARTICULAR USE AND/OR NON-INFRINGEMENT,AND SELLER HEREBY EXPRESSLY DISCLAIMS ALL SUCH OTHER 
WARRANTIES.  Seller's warranty extends only to Buyer and shall expire 60 days after the Goods are shipped. 
All claims in respect of the Goods must be made in writing to Seller within such 60 day period or be barred.  
This warranty shall not apply to any Goods which have been repaired or altered outside of Seller's facilities 
in any way or because of accident, negligence, abuse or misuse.  All Goods, including those produced to meet 
exact specifications, shall be subject to tolerance and variations consistent with usual trade practices 
regarding dimensions, composition, mechanical/optical properties, and surface and internal conditions, and 
shall also be subject to deviations from tolerance and variations consistent with practical testing and 
inspection methods.  Returned Goods will not be accepted unless Seller is notified in writing and authorizes 
the return prior to shipment. Any suggestions made by Seller concerning uses or applications of the Goods 
reflect Seller's opinion, and Seller makes no warranty of results to be obtained.  Buyer assumes all risks 
and responsibility for results in the use or handling of the Goods, whether used singly or in combination 
with other products.  Buyer shall inspect the Goods immediately after delivery.  Buyer's exclusive remedy and 
Seller's sole liability hereunder shall be limited to a refund of the purchase price paid by Buyer for the 
Goods or, at Seller's option, repair or replacement of the Goods shown to be other than as warranted or 
deficient in quality, and Seller shall not be liable otherwise, including for indirect, special, exemplary, 
punitive, incidental or consequential damages or for lost profits or injury to goodwill, whether arising out 
of breach of warranty, negligence, strict liability in tort or other causes. 

 


